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Actuator

2 port

3 port

Direct acting/discrete

Direct acting/manifold

Direct acting explosion
proof

Pilot kick type
(Diaphragm structure)

Direct acting/discrete

Direct acting/manifold

Direct acting explosion
proof

AB31-Z

AB41-Z

GAB312-Z

GAB352-Z

GAB412-Z

GAB452-Z

AB41E4-Z

AG31-Z

AG41-Z

AG33-Z

AG43-Z

AG34-Z

AG44-Z

GAG31*-Z

GAG35*-Z

GAG41*-Z

GAG45*-Z

GAG33*-Z

GAG43*-Z

GAG34*-Z

GAG44*-Z

AG41E4-Z

AG43E4-Z

AG44E4-Z

No. of
port

StructureModel Note

ADK11-Z

Pressure and explosion 
proof structure d2G4
Certification number
No. T64361

Pressure and explosion 
proof structure d2G4
Certification number
No. T64362

2, 3 port solenoid valve for dry airSeries variation
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AP/
AD

HNB/G

USB/G

FAB/G

FGB/G

FVB

FWB/G

FHB

FLB

AB

AG

CHB/G

MXB/G

SAB/
SVB

HVB/
HVL

For
dry air

NP/NAP/
NVP

PD/FAD/
PJ

CVE/
CVSE

CPE/
CPD

Custom
order

Medical
analysis

Other G.P.
systems

APK/
ADK

Explosion
proof
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*1: Port A: Rc1/4, port C: Rc3/8
*2: � shows NO port. 

Actuation Fluid

NC (normally closed) type

Universal type

NC pressurization type

NO pressurization type

Universal type

NC pressurization
type

NO pressurization type

Universal type

NC pressurization type

NO pressurization type

Common supply /
individual exhaust

Common supply /
individual exhaust

Common supply /
individual exhaust

Common supply /
separate flow

Common supply /
separate flow

Dry air
Inert gas
Low vacuum

312

312

318

318

318

318

340

322

322

322

322

322

322

328

328

328

328

332

332

336

336

344

344

344

�

�

�

�

�

�

Port size

Rc1/8 Rc1/4 Rc3/8 Rc1/2 Rc3/4 Rc1

Page

�

��

� � � � � 348
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�

�

�

�
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�

�

�

�

�

�

�

�

�

*1
*2

*1
*2

*1
*2

*1
*2

*1
*2
*1
*2
*1
*2
*1
*2
*1
*2
*1
*2
*1
*2

*1
*2

*1
*2

*1
*2

*1
*2

*1
*2
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Coil selection guide
� Coil housing types and selection guide (excluding explosion proof type )

Wide coil variation is available. 
Refer to the structure and features to select the optimum model. 
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� DC
� Heat proof temperature 130˚C
� Protection property symbols: 

IP65 or equivalent
� Outdoor use not available

� DC
� Heat proof temperature 130˚C
� Protection property symbols: 

IP21 or equivalent
� Outdoor use not available

� A diode is mounted on the coil 
section for direct-current 
conversion (AC-DC conversion)

� AC dedicated (50/60 Hz common)
� Heat proof temperature 130˚C
� Protection property symbols: 

IP65 or equivalent
� Outdoor use not available

� A diode is mounted on the coil section for 
direct-current conversion (AC-DC conversion)

� AC dedicated (50/60 Hz common)
� Heat proof temperature 130˚C
� Protection property symbols: IP65 or equivalent
� Perfect for places where beat can be a problem
� Outdoor use not available

C
oi

l v
ar

ia
tio

ns

� DC and AC (50/60 Hz common)
� Heat proof temperature 130˚C
� Protection property symbols: 

IP65 or equivalent
� Outdoor use not available

� A diode is mounted on the coil 
section for direct-current 
conversion (AC-DC conversion)

� AC dedicated (50/60 Hz common)
� Heat proof temperature 130˚C
� Protection property symbols: 

IP21 or equivalent
� Outdoor use not available
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� Lead wire length 300 mm
� Conduit (CTC19) for direct 

conduit wiring can be mounted

� Easy wiring
� Light available

� Lead wire length 300 mm
� Conduit (CTC19) for direct 

conduit wiring can be mounted
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� Easy wiring
� Light available (optional

- 100, 200 VAC / 24,
100 VDC only)
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� Easy wiring
� Light available (optional

- 100, 200 VAC only)

� Use a conduit (CTC19 or G1/2) 
when using direct conduit wiring 
for the open frame lead wire. 

� Easy wiring
� Light available

3A

3M
3N

3I
3J

5A

5M
5N

5I
5J

G
H
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AP/
AD

HNB/G

USB/G

FAB/G

FGB/G

FVB

FWB/G

FHB

FLB

AB

AG

CHB/G

MXB/G

SAB/
SVB

HVB/
HVL

For
dry air

NP/NAP/
NVP

PD/FAD/
PJ

CVE/
CVSE

CPE/
CPD

Custom
order

Medical
analysis

Other G.P.
systems

APK/
ADK

Explosion
proof
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MEMO


